Thank You for Your Business!

Installation Code and Annual Inspections:

All installations and service of ROBERTS GORDON' equipment must be performed by a contractor quali ed in the installation and

service of equipment sold and supplied by Roberts-Gordon and conform to all requirements set forth in the ROBERTS GORDONf manuals
and all applicable governmental authorities pertaining to the installation, service and operation of the equipment. To help facilitate optimum
performance and safety, Roberts-Gordon recommends that a quali ed contractor annually inspect your ROBERTS GORDON'! equipment
and perform service where necessary, using only replacement parts sold and supplied by Roberts-Gordon.

Further Information: Applications, engineering and detailed guidance on systems design, installation and equipment performance is avail-
able through ROBERTS GORDONT representatives. Please contact us for any further information you may require, including the Installation,
Operation and Service Manual.

This product is not for residential use.
This document is intended to assist licensed professionals in the exercise of their professional judgement.

Roberts-Gordon, LLC European Office:

1250 William Street Roberts Gordon Europe Limited
P.O.Box 44 Telephone: +44 (0)121 506 7700
Buffalo, NY 14240-0044 USA Fax: +44 (0) 121 506 7701

Telephone: 716.852.4400
Fax: 716.852.0854
Toll Free: 800.828.7450

WWW.rg-inc.com

© 2008 Roberts-Gordon LLC Al rights reserved. No part of this work covered by the copyrights herein may be reproduced or copied in any form or
by any means — graphic, electronic, or mechanical, including photocopying, recording, taping, or information storage
and retrieval systems — without written permission of Roberts-Gordon LLC.
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Combat™ AT-Series

Indirect-Fired Air Turnover Units

[JlIDurable unit casing: 16 gauge
galvanized casing fastened to welded
steel framework.

[llLarge air capacity regardless of static
pressure: Narrow blade design allows
higher static pressures without
signi cant reduction in air capacity.

[JllEasy access for maintenance.

[JllLonger component life: Primary heat _ i
exchanger constructed of stainless steel. it oo (B
. T
Stainless steel secondary tubes also |
available.
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