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Tables B - H: Blower Motor Horsepower Selection (Includes Drive Losses)(cont.)
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Installation Code and Annual Inspections:  
All installations and service of ROBERTS GORDONfi equipment must be performed by a contractor quali�ed in the installation and ser-
vice of equipment sold and supplied by Roberts-Gordon and conform to all requirements set forth in the ROBERTS GORDONfi manuals 
and all applicable governmental authorities pertaining to the installation, service and operation of the equipment. To help facilitate 
optimum performance and safety, Roberts-Gordon recommends that a quali�ed contractor annually inspect your ROBERTS GORDONfi 
equipment and perform service where necessary, using only replacement parts sold and supplied by Roberts-Gordon LLC.
Further Information: Applications, engineering and detailed guidance on systems design, installation and equipment performance is 
available through ROBERTS GORDONfi representatives. Please contact us for any further information you may require, including the 
Installation, Operation and Service Manual. 
This product is not for residential use.
This document is intended to assist licensed professionals in the exercise of their professional judgement. 
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IDF-35 through IDF-125 Upright Model Dimensions
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IMPORTANT NOTES:
�	All dimensions are in inches.
�	All weights are in pounds.
� Shipping weights apply to both horizontal and upright models.
�	All dimensions and weights are subject to change without notice.
�	Some components may ship separately due to shipping constraints.
�	Exhaust �ue on IDF-35 through IDF-100 on opposite side as burner 	
	 enclosure. Exhaust �ue on IDF-125 on same side as burner enclosure  
	 (Dimension H).

LEGEND

BD = Bottom Discharge       BD = Bottom Discharge

TD = Top Discharge OA = Outside Air

RA = Return Air LD = Left Discharge

RD = Right Discharge ED = End Discharge

TD = Top Discharge

CABINET DIMENSIONS FILTERS



IDF-125

IDF-150/175
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IDF-35/45

IDF-50/65

IDF-75/85/100
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